
BRIMAR VALVES 13D9 

22.2 mm 
875 in. 
max 

i 
49mm 

1.937 in. 
max 
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h 

hct 
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Heater Voltage Vh 6.3 j12.6 V 
Heater Current In 0.3 °r l 0.15 A 

DESIGN CENTRE RATINGS—Each Section 
Maximum Anode Dissipation pa(max) 2.5 W 
Maximum Anode Voltage Va(max) 300 V 
Maximum Anode Voltage (Zero anode current) Va(b)max 550 V 
Maximum D.C. Cathode Current Ik(max) 20 mA 
Maximum Heater to Cathode Voltage Vn-k(max) X90 V 

IP.ITER-ELECTRODE CAPACITANCES* 
Anode' to Anode" Ca'-a" <0.33 pF 
Input (Each section) c;n 2.3 pF 
Output (Each section) couc 0.5 pF 
Anode to Grid (Each section) ca-g 1.6 pF 
* Measured without an external shield. 

CHARACTERISTICS—Each Section 
Heater Voltage (Series Connection) Vn 12.6 V 
Anode Voltage Va 200 V 
Grid Voltage Vg 0 V 
Cathode Resistance Rk 200 S2 
Anode Current la 10 mA 
Valve Anode Resistance (Sva/Sia) ra 8.9 kS2 
Mutual Conductance gm 5.7 mA/V 
Amplification Factor µ 50 
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